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Technical Data Sheet

Type of manufacture ISO 2424 Tufted Cut Pile 1/8”

Pile fibre ISO 2424 100% PP

Backing ISO 2424 Felt

Widths EN ISO 24342 4 m

Standard roll length EN ISO 24342 25m

Pile height ISO 1766 7 mm

Total thickness ISO 1765 8 mm

Pile weight ISO 8543 850 g/m2

Total weight ISO 8543 1.505 g/m2

Number of tufts ISO 1763 113.400/m2

Number of colours 10
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FOR USE AS FLOOR COVERING IN BUILDINGS

Classification EN 1307 22 General Domestic Use

Fire classification EN 13501-1 Efl-s1

Tog rating ISO 8302 1.3

Wear warranty 5 years

Stain warranty Yes

Bleach cleanable Yes

Suitable for stairs Yes

Suitable for underfloor heating Yes

Variations of ±10% are possible. All rights reserved to change technical specifications.

Performance
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Shell 961Dysty green 940 Southwest 990 Lightweat 962

Aluminium 976Champagne 960 Cloud 950 Sky 973

Colours

Iron 978

Capri 980

Katoenstraat 22 
8281 JZ Genemuiden
The Netherlands

Ibexx Flooring Group +31 (0)38 792 01 43
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